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TECHNICAL SHEET FTC 10 SA 

ANTI-SLIP SEALER 

ICROCEMENTO BASE 
POLYURETHANE SEALER BI-COMPONENT ALIPHATIC 

WITH ANTI-SLIP ADDITIVES 

 

Description 

The ANTI-SLIP SEALER is a 2 component varnish, of very high provision, with excellent resistances so 

much chemical as mechanical, designed for an application in floors that are subjected to an intense transit. 

It has the characteristics of Easyfloor® but adding the necessary additives to create a ANTI-slip floor up 

to grade 3, ideal for nurseries, ramps, stairs, kitchens, etc. 

 

Properties 
  

The high solids we can find in the dry extract reflects the high capacity of the product as a high 
quality protector. 

 

The ANTI-SLIPPER SEALER is specially designed to be applied on surfaces of intense human 
traffic such as shopping centers or others subjected to extreme wear. Between his 
characteristics they emphasize the following: 
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 Quick availability for repainting. 
  

Packaging 

 
Sealer is packedin 4,5 l carafes and catalyst in 0,5 l carafes. Both transparent and in 
matt finish. For any color finish, consult our Technical Department. 

 

How to use 

Placement 

 

 Concrete 

 Epoxy floor sealer. 

 High quality industrial finishes. 

 Finishes for machinery. 

 Indoor and outdoor pools. 

 SPAS. 

 Exterior microcement. 

 Conventional microcement that requires reaching a degree of CTE slip. 
 

 

 Applicable on any type of support: concrete, masonry, metals, cement, mosaics, including 
smooth ceramics and other supports of difficult adhesion. 

 High waterproofing capacity. 

 High adhesion to the support. 

 High mechanical resistance. 

 Breathable (permeable to vapor molecules). 

 Low thermal diffusion. 

 Formulated to have a special resistance to be applied on high alkalinity supports such as 
the EASYFLOOR MICROCEMENT. 

 High solids of the dry extract. 

 It does not yellow 

 Resistant to the harmful effects of the weather including marine environments. 

 High chemical resistance. 

 Good flexibility 
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Surface preparation 

The support must be clean, free of fats or oils, and free of moisture. Remove any 
debris that may be poorly adhered from the support, since the high surface tension of the 
product could cause chipping in the poorly adhered areas. 

In case of doubt, apply the PRIMER COVERPORES EASYFLOOR following the steps of its 
technical sheet, well extended and let dry 6 hours before applying our ANTI-SLIP SEALER. 

Pay special attention to those apparently clean substrates that have substances such 
as waxes, silicones or salts. 

 
Application 

Mix components A and B homogeneously and apply a first coat with roller, spray gun 
or brush, allowing the entire surface to be impregnated. Depending on the porosity of the 
substrate, it is recommended to dilute the EASYFLOOR® ANTI-SLIP SEALER with 10% -15% of 
water. Allow to dry for a maximum of 8 hours before applying the second coat. In case of 
overcoming the 24h between layer and layer it is advisable to pass a fine sandpaper. Apply a 
second coat, allowing to dry for at least 24 hours. It can be applied by brush, roller or spray 
gun. 

 
Cleaning tolos 
 

Tools and tools are washed with water, immediately after use. 
General recommendations 
Observe if the stability of the support is adequate. 
It is necessary to respect expansion joints and structural joints. 
 

     Special precautions 

The low temperatures lengthen and the high ones drastically reduce the workability and drying 
time. 
Keep out of reach of children. 
Do not apply the product at room temperature below 5 ºC or above 35 ºC. 
Empty containers must be disposed of in accordance with current legal regulations 
 

 

Performance 

The performance of the EASYFLOOR® ANTI-SLIP SEALER is 8-10 sqm / liter, depending on the 
support. 
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Store 

 

The product should be stored isolated from heat and electrical sources. No smoking in the 
storage area. To avoid spills, once the containers are opened, they should be carefully closed 
and placed in vertical position. The maximum time of stock should not exceed 365 days as long 
as it is kept in its original hermetically sealed containers. 

Technical Data 

KIND: Bicomponent aliphatic polyurethane 

APPEARANCE: Liquid. 

COLOUR :  Transparent 

SOLIDS: Dry material 36%. 

PRODUCT DENSITY 1,15  a 20®C 

MIX / WEIGHT RELATIONSHIP 4:1 

LIFE OF MIXTURE 2 h. 

VOC Supply 100.2 GR/lt matt 

SLIP RESISTANCE VALUE 31 under UNE –ENV12633 

MIXTURE Proportion  10 a 1 

DRY 20 c: 

Touch: 30 min 

Total and repaint:8  hours 

Complete dry: 28 days. 

 


